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INSTALLATION KIT

Injection valve, foot filter and PVC/PE tube kit.
PP - CER
4x6 FPM (Viton®) SCO 00300 02
4x6 EPDM (Dutral®) SCO 00300 12
6x8 FPM (Viton®) SCO 00310 02
6x8 EPDM (Dutral®) SCO 00310 12
10x14 FPM (Viton®) SCO 00320 02
10x14 EPDM (Dutral®) SCO 00320 12

PVDF - CER (PVC/PE tube)
4x6 FPM (Viton®) SCO 00300 01
4x6 EPDM (Dutral®) SCO 00300 11
4x6 TFE/P  SCO 00300 22
6x8 FPM (Viton®) SCO 00310 01
6x8 EPDM (Dutral®) SCO 00310 11
6x8 TFE/P SCO 00310 21
10x14 FPM (Viton®) SCO 00320 01
10x14 EPDM (Dutral®) SCO 00320 11
10x14 TFE/P SCO 00320 21

INSTALLATION KIT

Standard FPM/ EPDM kit supplied with pumps up to 20 l/h: 2 m discharge polyethylene tube (4x6mm), 2+2m suction + bleeding PVC 
crystal tube (4x6mm). Standard FPM/ EPDM kit supplied with pumps from 30 to 80l/h: 2 m discharge polyethylene tube (10x14mm), 2m 
suction PVC crystal tube (10x14mm).

up to 20 l/h
FPM (Viton®) 206 1002

EPDM (Dutral®) 206 1005

from 30 to 80 l/h
FPM (Viton®) SCO 00016 01

EPDM (Dutral®) SCO 00016 02

PVC SUCTION LANCE
Adjustable height suction lance with foot valve/filter and float switch. 
Lock nut. The suction lance for eOne model is supplied without a 
connector. 

TFE/P - EONE (without connector) 
tube 4x6  -  35 cm SSO 00008 75
tube 4x6  -  60 cm SSO 00008 71
tube 4x6  -  80 cm SSO 00008 72
tube 4x6  -  100 cm SSO 00008 73
tube 4x6  -  130 cm SSO 00008 74

FPM (Viton®)
tube 4x6  -  35 cm SSO 00008 05
tube 4x6  -  60 cm SSO 00008 01
tube 4x6  -  80 cm SSO 00008 02
tube 4x6  -  100 cm SSO 00008 03
tube 4x6  -  130 cm SSO 00008 04
tube 10x14  -  100 cm SSO 00006 01
tube 10x14  -  130 cm SSO 00006 04
tube 10x14  -  150 cm SSO 00006 05

EPDM (Dutral®)
tube 4x6  -  35 cm SSO 00008 15
tube 4x6  -  60 cm SSO 00008 11
tube 4x6  -  80 cm SSO 00008 12
tube 4x6  -  100 cm SSO 00008 13
tube 4x6  -  130 cm SSO 00008 14
tube 10x14  -  100 cm SSO 00006 11
tube 10x14  -  130 cm SSO 00006 14
tube 10x14  -  150 cm SSO 00006 15

EXTRACTABLE INJECTION LANCE

This product allows the injection of the additive to a maximum distance of 20 cm from the attachment 
point on the main pipe, 1/2” GM connection, for 4x6 tube, maximum flow rate 20 l/h, pressure max. 
10 bar. Dosing at certain distance from the inner wall of metal tubes reduces the risk of corrosion.Valve 
body inspectable also on the field.

(10 bar) PVDF with Valve  - Connection - 1/2”
FPM (Viton®) SSO 14310 01
EPDM (Dutral®) SSO 14310 11
TFE/P SSO 14310 21
(10 bar) PVDF  -  Connection - 1/2”
FPM (Viton®) SSO 04310 01
EPDM (Dutral®) SSO 04310 11
TFE/P SSO 04310 21

SIGNAL SPLITTER

Signal Splitter to connect two proportional dosing pumps to one water meter. Signal Splitter

SCA 00171 12

INJECTION VALVE

Injection valve for 4x6 mm tubes. Connection Kit Gc1/2”, Gc 3/8” and M10, for 4x6, 6x8 and 10x14 
tube with PVDF spring. PP - CER ( from 1 to 140 l/h)

FPM (Viton®) 1 piece SVA 00300 02
FPM (Viton®) 10 pieces KVA 00300 02
EPDM (Dutral®)1 piece SVA 00300 12
EPDM (Dutral®)10 pieces KVA 00300 12

PVDF - CER ( from 1 to 140 l/h)
FPM (Viton®) 1 piece SVA 00300 01
FPM (Viton®) 10 pieces KVA 00300 01
EPDM (Dutral®)1 piece SVA 00300 11
EPDM (Dutral®) 10 pieces KVA 00300 11
TFE/P - 1 piece  SVA 00300 21
TFE/P - 10 pieces  KVA 00300 21

pH/Rx PUMP ACCESSORIES

pH (buffer solution 7-9) ePool-eTwin-eOne SCO 00030 01
pH (buffer solution 4-7) ePool-eTwin-eOne SCO 00030 05
pH (buffer solution 4-7-9) DLX/BT SCO 00035 01
Rx (buffer solution 650 mV) ePool-eTwin-eOne SCO 00030 02
Rx (buffer solution 650 mV) DLX/BT SCO 00035 02
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FLOATING LEVEL SWITCH

Floating level switch complete with plastic support to be linked to the foot filter provided with the pumps. Foot filter weight allows to adjust the floating 
switch to the desired height inside the chemical tank.

Floating level switch complete with plastic support

with connector SSO 00004 02

without connector (eOne) SSO 01035 02

FOOT FILTERS

Foot filter with ceramic ball valve supplied with 
pump accessories with connection 4x6, 6x8 and 
10x14 tube. Included with plastic support for floating 
level switch.

PP - check valve (from 1 to 140 l/h)

FPM (Viton®) 1 piece SFT 00300 02

FPM (Viton®) 10 pieces KFT 00300 02

EPDM (Dutral®) 1 piece SFT 00300 12

EPDM (Dutral®)10 pieces KFT 00300 12

PVDF - check valve (from 1 to 140 l/h)

FPM (Viton®) 1 piece SFT 00300 01

FPM (Viton®) 10 pieces KFT 00300 01

EPDM (Dutral®) 1 piece SFT 00300 11

EPDM (Dutral®) 10 pieces KFT 00300 11

TFE/P - 1 piece SFT 00300 21

TFE/P 10 pieces KFT 00300 21

CONVERSION KIT

Conversion kit for integrated level sensor Conversion kit

PVDF without connector (eOne) KFT 00006 01

PVDF with connector KFT 00006 11

FOOT FILTER WITH LEVEL SWITCH

Foot Filter with ceramic ball valve, complete with level sensor  
PP body, FPM seals, with connector SFT 01300 02

PP body, EPDM seals, with connector SFT 01300 12

PVDF body, FPM seals, with connector SFT 01300 01

PVDF body, EPDM seals, with connector SFT 01300 11

PVDF body, TFE seals, with connector SFT 01300 21

PVDF body, TFE seals, without connector (eOne) SFT 01300 23

PVC REDUCTION NIPPLE

Reduction nipple 1/2” GM to 3/8” GF. PVC Reduction nipple

Kit 10 pieces KRA 00058 01

SUPPORT BRACKET

Stainless steel support bracket for wall or foot mounting for DLXB; HD; BT; BTB; pump series.
Polyethylene (PE) support bracket for foot mounted DLX; eOne. 

Support

DLXB - BTB (2mm) DSU 00050 01

DLXB -BTB (3mm) DSU 00050 02

HD-BT 403 2033

DLX - eOne ASU 00065 01

CONNECTORS DLX KIT

Level, meter connectors, service output and relay for DLX. Connector Kit

DLX Level and meter connectors 10 pieces KCN 00012 01

DLX Service output or relay 5 pieces KCN 00013 01
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FLOW SENSOR

Flow Sensor with PVDF PTFE stir bar for eOne dosing pumps with flow rates up 
to 30 l/h and for BT MA/M, BT MF, DLX(B) MF/M with flow rates up to 20 l/h. 
Connections for tube 4x6 and 6x8.
Flow sensor with PVC PTFE stir bar for dosing pumps BT MA/M and BT MF, 30 - 
50 - 80 l/h.

Flow sensor 

PVDF - TFE/P per eOne SSN 00012 01

PVDF - TFE/P - DLX/BT with connector SSN 00012 21

PVC - FPM  30 - 50 - 80 l/h SSN 00010 01

RELIEF VALVE

Overflow valve, PVC body, PTFE diaphragm. Manual adjustment of opening back pressure. 
Threaded connections 3/8 “G.F.

Hose nipples kit (2 pump head nipples + 2 hose nuts +2 o-rings).

Relief valve (250 l/h)

PVC-PTFE-EPDM (Dutral®) AVA 00101 01

Hose nipples kit

4x6 PP - FPM KRA 00053 01

4x6 PVDF - FPM KRA 00053 11

10x14 PP - FPM KRA 00054 01

PULSATION DAMPENER

Pulsation dampener, PVC configuration, FPM and EPDM diaphragm, 3/8” gas connection, 
max pressure 10 bar, volume 0,05 L. Pulsation dampener

FPM Membrane APL 00003 01

EPDM Membrane  APL 00003 02

CALIBRATION CYLINDER

4x6 
6x8

SCG 00004 01 
SCG 00004 02

100ml plastic graduated calibration cylinder with bypass PP-PVC

CARBOY BUND

High-density polyethylene bund for standard carboys. Provides containment and safety with a 
maximum capacity of 40L. Can be supplied with a dosing pump mounted to create a dosing unit.

ACA 00024 01

SOLAR PANEL DOSING SYSTEM

Dosing system for water treatment plants located in areas where electrical power supply is not 
available (mountain water sources, remotes area, etc.). The solar panel dosing unit is made up 
of the following components: solar panel - control unit 12/24Vdc - battery 12Vdc.

Version Flow rate
l/h (US Gal/h)

Pressure
bar (psi)

0205 2 (0.53) 5 (72)
0303 3 (0.78) 3 (43)
0502 5 (1.32) 2 (29)

100 W 
Battery 100 Ah ABQ 0000 301

Control unit 10 A ACQ 0000 301
Solar Panel  80 W APQ 0000 401

145 W 
Battery 120 Ah ABQ 0000 201

Control unit 20 A ACQ 0000 202
Solar Panel  150 W APQ 0000 301

Description
100 W KPQ 0000 801

145 W KPQ 0000 601

25


