
DOUBLE ELECTRODE HOLDER
Probe holder for pH and Rx electrode (Plexiglass/PP) • Max pressure 5 bar (73 psi), max temperature 45°C (113° F).

double electrode holder

pH e Rx (Plexiglass/PP) SPS 00010 01

DOUBLE ELECTRODE HOLDER WITH FLOW SENSOR
Probes holder for pH, Rx electrodes or temperature probe • Plexiglass/PP • Manual flow rate adjustment • 2 wires proximity switch • Manual 
sampling • Max pressure 5 bar (73 psi), max temperature 45°C (113° F).

double electrode holder with flow sensor
For AG-Select – eSelect – eControl - DLX(B) pH-Rx-Cl/M – BT(B) pH-Rx-Cl/M - eOne Plus - eTwin SPS 00012 01
For DLX(B) pH-Rx/MBB – BT(B) pH-Rx/MBB - ePool SPS 00012 04
For eSelect M SPS 00012 05

DOUBLE PROBE HOLDER
Probes holder for amperometric ion-selective probes and either pH or Rx or temperature probes. • Manual sampling • Max pressure 5 bar (73 psi)

double probe holder

For AG-Select – eSelect - DLX(B)/BT pH-Rx-Cl/M - eControl - BT pH-Rx-Cl/M - eOne Plus - eTwin. Flow rate adjustment and 
2 wires proximity switch -  Plexiglass/PP - max temperature 45°C (113° F). SPS 00020 01

For eSelect M - Proximity switch - Plexiglass/PVDF/PP - max temperature 70°C (158° F). SPS 00020 05

TRIPLE PROBE HOLDER
Probes holder for pH, Rx, amperometric ion-selective and temperature probes. Flow rate adjustment and 2 wires proximity switch • Plexiglass/PP 
• Max pressure 5 bar (73 psi), max temperature 45°C (113° F).

triple probe holder

For AG-Select – eSelect – eControl - DLX(B) pH-Rx-Cl/M – BT(B) pH-Rx-Cl/M - eOne Plus - eTwin  Flow rate adjustment 
and 2 wires proximity switch -  Plexiglass/PP - max temperature 45°C (113° F). SPS 00018 01

For eSelect M - 3 wires proximity switch - Plexiglass/PP - max temperature 45°C (113° F). SPS 00018 05

PROXIMITY SWITCHES
Proximity sensor for probe holders and for Hychlor chlorine amperometric cell. 

proximity switches

2-wire N.O. - AG-Select – eSelect – eControl - DLX(B) pH-Rx-Cl/M – BT(B) pH-Rx-Cl/M - eOne Plus ASO 00007 12

2-wire N.C. - DLX(B) pH-Rx/MBB – BT(B) pH-Rx/MBB - ePool ASO 00007 03

3-wire - STRUMENTI SERIE R, B, MULTICONTROL ASO 00007 01

3-wire - per/for eSelect M ASO 00007 04

INLINE PP ELECTRODE HOLDER
Inline electrode holder 1/2” conical fitting in PP, for pH and Rx electrodes. Max pressure 5 bar (73 psi).

inline PP electrode holder

DPS 00023 01

with O-ring 3062 KPS 00023 01
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INLINE PVC ELECTRODE HOLDER
Inline electrode holder for pressure up to 5 bar (73 psi) and temperature up to 45° C. GM 1/2” fitting in PVC, for pH and Rx electrodes. Other materials 
upon request.

In line electrode holder

PVC 2143 001

CLAMP SADDLE
Clamp Saddle for electrode holder. For 3/8” injection valve, use KRA 00058 01 nipple page 21.

clamp saddle
½” GF - DN50 AFA 00006 02
½” GF - DN63 AFA 00008 02

INLINE SS ELECTRODE HOLDER
In line SS electrode holder C. GM 1/2”, PG13,5 threaded connection.

in line SS electrode holder

1/2” GM connection DPS 00016 01

Rx PLASTIC BODY ELECTRODE
Redox (ORP) electrode with polycarbonate body to be used. Measuring range: ± 1.000 mV. Other electrodes types or other cables length upon request.

Rx plastic body electrode
6 m - 19,7 ft cable - 4 bar 60° C AEL 00020 03
1 m – 3,3 ft cable - 4 bar 60° C AEL 00020 02
with screwable connector - no cable supplied - 5,5 bar 60° C AEL 00040 01

pH PLASTIC BODY ELECTRODE
pH electrode with polycarbonate body to be used. Measuring range 0÷14 pH. Other electrodes types or other cables length upon request.

pH plastic body electrode
6 m - 19,7 ft cable - 4 bar 60° C AEL 00019 03
1 m – 3,3 ft cable - 4 bar 60° C AEL 00019 02
with screwable connector - no cable supplied - 5,5 bar 80° C AEL 00077 01

TEMPERATURE PROBE
PT100 temperature probe, measuring range 0÷100°C, for electrode holder, cable length 5 mt.

temperature probe

acciaio - stainless steel ASO 00026 01

vetro - glass ASO 00025 01

PT100 TEMPERATURE PROBE
PT100 Temperature Probe 1/2” connection in PVC, tap type, 5mt cable - 16.4 feet. Tmax 45°C, Pmax 5 bar.

PT100 temperature probe

PVC 1/2” connection ASO 00003 02

SUBMERSIBLE ELECTRODE HOLDER
PVC submersible tubolar electrode holder. Length 50 cm. For pH and Rx (ORP) electrodes.

submersible electrode holder
0,45 m 2143 002
1 m 2143 003
1,5 m 2143 004
2 m 2143 015

upon request
PP support bracket SFL 00105 01
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FREE INORGANIC AND ORGANIC CHLORINE
Low pH dependence - Compatible with presence of Isocyanuric Acid, Surfactants/Flocculants - Automatic temperature compensation - pH working 
range: 4÷12 - Required constant flow rate: 30-40l/h - Max. working pressure: 1 bar - Max. working temperature: 45°C. Cable not supplied.

sensors
(0 – 20) ppm ASO 20001 01
(0 – 2) ppm ASO 20001 02

cable for amperometric sensor
0,7 m - DLX/BT/Controllers SCV 20010 01
0,7 m - For DLXB SCV 20010 11
0,7 m - eOne/eControl/eTwin/eControl Din-Rack SCV 20013 01
2 m - eSelect M/eSelect SR DCV 20013 01

TOTAL CHLORINE
Low pH dependence - Compatible with presence of Isocyanuric Acid, Surfactants/Flocculants - Automatic temperature compensation - pH working 
range: 4÷12 - Required constant flow rate: 30-40l/h - Max. working pressure: 1 bar Max. working temperature: 45°C. Cable not supplied.

sensors
(0 – 20) ppm ASO 00016 03
(0 – 2) ppm ASO 00016 04

IMPEDANCE ADAPTOR
Impedance Adaptor for pH-Rx electrodes, allows user to install electrodes at long distance (up to 200mtr) from the controller without problems of 
interference on the signal transmission, item supplied in watertight connection box (IP65). The adaptor is powered by an internal battery with several 
years’ operating life.

 
1 ACS 006

ELECTRODES HOLDER
Electrodes cell which can be used for a maximum of two probes. Available in 
PVC and polycarbonate. Supplied with support bracket and brass interconnection 
valve. Max pressure 5 bar (73 psi), max temperature 45°C (113° F). 
Available with flow sensor.

PVC electrodes holder 
Electrodes not included SPS 00015 01

PP electrodes holder 
Electrodes not included SPS 00015 02

Outflow PVC electrodes holder with flow switch
Electrodes not included SPS 00025 01

BUFFER SOLUTIONS
Buffer solution in polythene container (55ml) for calibration and control of pH meter, Rx (ORP) 
meter and conducimeter (500ml). Upon request 250 ml buffer solutions for professional use.

Upon request at indicated value.

buffer solution
pH 4 ASZ 00 001 01
pH 7 ASZ 00 002 01
pH 9 ASZ 00 003 01
Rx 475 mV ASZ 00 011 01
Rx 650 mV ASZ 00 015 01
1413μS/cm ASZ 00 009 01
12880μS/cm ASZ 00 010 01

GLASS BODY ELECTRODE
Glass body pH or Rx electrodes. Measuring range: pH: 0÷14 pH - Rx: ± 1.000 mV. Other electrodes types upon request. 

glass body electrode with screw connector PG 13,5
5,5 bar - 80°C  -  pH AEL 00079 01
4 bar - 80°C  -  Rx AEL 00080 01
6,8 bar - 100°C  -  pH AEL 00036 01
6,8 bar - 100°C  -  Rx AEL 00042 01
10 bar - 130°C/16 bar - 25°C)  -  pH 1 ELT 003
10 bar - 130°C/16 bar - 25°C)  -  RX AEL 00046 01

glass body electrode whit cable
5,5 bar - 80°C  -  pH - 5 m - 16,4 ft AEL 00022 03
5,5 bar - 80°C  -  Rx - 5 m - 16,4 ft AEL 00023 03
5,5 bar - 80°C  -  pH - 1 m - 1,6 ft AEL 00022 02
5,5 bar - 80°C  -  Rx - 1 m - 1,6 ft AEL 00023 02

COAXIAL CABLE FOR ELECTRODE
Coaxial cable for screw connector electrodes. With BNC and connector.

coaxial cable for electrode
0,50 m - 1,6 ft 2105 044
1 m - 3,2 ft SCV 00003 02
3 m - 9,8 ft 2105 003
5 m - 16,4 ft 2105 004
9 m - 29,5 ft 2105 005
15 m - 49,2 ft 2105 007
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FREE INORGANIC CHLORINE
Not compatible with presence of Isocyanuric Acid, Surfactants/Flocculants - Automatic temperature compensation - pH working range: 4÷8. Ope-
rative pH-level must remain constant - Required constant flow rate: 30-40l/h Max. working pressure: 1 bar - Max. working temperature: 45°C. Cable 
not supplied.

sensors
(0 – 200) ppm ASO 00016 05
(0 – 20) ppm ASO 00016 01
(0 – 2) ppm ASO 00016 02
(0 – 2) ppm - 1 bar - 70° C ASO 00016 12

CHLORINE DIOXIDE
Not compatible with presence of Surfactants Automatic temperature compen-
sation pH working range: 1÷14 Required constant flow rate: 30-40l/h - Max. 
working pressure: 1 bar - Max. working temperature: 45°C. Cable not supplied.

sensors
(0 – 20) ppm ASO 00031 01
(0 – 2) ppm ASO 00031 02
(0 – 2) ppm - 8 bar - 70°C ASO 00031 03

CHLORINE DIOXIDE WITH SURFACTANTS
Compatible with presence of Surfactants Automatic temperature compensa-
tion pH working range: 2÷12 - Required constant flow rate: 30-40l/h - Max. 
working pressure: 1 bar - Max. working temperature: 45°C. Cable not supplied.

sensors
(0 – 20) ppm ASO 00043 01
(0 – 2) ppm ASO 00043 02

HYDROGEN PEROXIDE
Compatible with presence of Surfactants Automatic temperature compensation pH working range: 2÷11 - Required constant flow rate: 30-40l/h - Max. 
working pressure: 5 bar (with snap-ring) - Max. working temperature: 45°C. Cable not supplied.

sensors
(0 – 200) ppm ASO 00033 01

PERACETIC ACID
Tensides and conductivity acids are tolerated - Compatible with presence of Surfactants - Automatic temperature compensation - pH working range: 
2÷6 Required constant flow rate: 30-40l/h Max. working pressure: 1 bar - Max. working temperature: 45°C. Cable not supplied.

sensors
(0 – 200) ppm ASO 00032 01

INORG. FREE CHLORINE FOR POTABLE WATER HIGH PRESSURE, OPEN CELL
 High pH dependence - Not compatible with presence of Isocyanuric Acid, surfactants, flocculants, iron and manganese - Automatic temperature 
compensation - Required constant flow rate: 30-40l/h - Max. working pressure: 5 bar - Max. working temperature: 50°C - Requires dedicated probe 
holder on request. Cable not supplied.

sensors
(0 – 10) ppm ASO 00020 01

OZONE
Low pH dependence - Automatic temperature compensation - pH working 
range: 2-11 - required constant flow rate: 30-40l/h - Max. working pressure: 
1 bar - Max. working temperature: 50°C. Analoginc output signal 0-2.000mV. 
Cable not supplied.

sensors
0,05 – 20.00 ppm ASO 00055 01
0,05 – 2.00 ppm ASO 00055 02
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MEMBRANES
The membrane cap filled with electrolyte forms the measurement chamber in 
which the measuring part is dipped. A micro-porous membrane separates the 
measuring compartment from the sample to measure. The membranes are sup-
plied with emory cloth.

membranes

organic-inorganic free chlorine probe AME 00003 01

inorganic chlorine AME 00004 01

hydrogen peroxide/ Peracetic acid AME 00009 01

chlorine dioxide AME 00011 01

ozone AME 00012 01

SIGNAL ADAPTER
Signal adapter to connect controller’s series AG-SELECT or metering pumps 
series DLX(B) - pH-Rx-Cl / F (MB) with copper / platinum amperometric 
probe (HYCHLOR).

signal adapter

SCA 00011 01

COPPER-PLATINUM ELECTRODES
Spare part for probe self-cleaning HYCHLOR, measuring part composed by cop-
per-platinum electrodes, FPM OR. 3 mt - 9,8 feet cable.

copper-platinum electrodes

SEL 00050 01

HYCHLOR
Sodium Hypochlorite probe able to work as electrode holder for pH, Rx, and Temperature with 2 wires flow sensor inclusive. It can be connected to any 
AG SELECT controller series with adaptor SCA0001101; 3 wires flow sensor suitable for R, B and Multicontroller instruments. It needs constant water 
flow rate between 40÷60 l/h. Measuring range 0÷2 mg/l Cl2. Constant pH value comprised between 6÷8 pH. Valve for cleaning chemicals injection, 
easy cleaning balls access from top of the holder. Maximum working pressure 5 bar. Chlorine probe cable length: 2 mt – 6.5 feet.

hychlor
For AG-Select 2 fili/wires – eSelect – eControl - DLX(B) pH-Rx-Cl/M – BT(B) pH-Rx-Cl/M - EONE PLUS SPS 00 022 01
3 wires serie R, B e MULTICONTROL SPS 00 022 03

CABLE FOR AMPEROMETRIC SENSORS
Cable for membrane covered amperometric sensor with BNC connector for signal and 
Hirshmann connector for power supply.

cable for amperometric sensor
0,7 m - For DLX/Controllers SCV 00010 03
0,7 m - For eOne/eControl SCV 00013 01
0,7 m - For DLXB SCV 00010 04
0,7 m - For eSelect M ACV 00004 04
2 m - For DLX/Controllers SCV 00010 05
2 m - For eOne/eControl SCV 00013 02
2 m - For eSelect M ACV 00004 01
5 m  - For DLX/Controllers SCV 00010 06
5 m  - For eOne/eControl SCV 00013 03
5 m - For eSelect M ACV 00004 05
15 m - For DLX/Controllers SCV 00010 02
15 m - For eOne/eControl SCV 00013 04
15 m - For eSelect M ACV 00004 03

ELECTROLYTE GELS
Bottle of electrolyte gel filling membrane cap replacement (100 ml).

gel
free organic chlorine probe, 100ml ASZ 00022 01
free inorganic chlorine probe, 100ml ASZ000 23 01
free inorganic chlorine probe, 70° ASZ000 25 01
total chlorine probe, 100ml ASZ 00026 01
chlorine dioxide ASZ000 33 01
hydrogen peroxide ASZ 00034 01
peracetic acid ASZ000 43 01

GLASS SPHERES
Kit of 30 Pyrex glass spheres for self-cleaning HYCHLOR probe.

glass spheres

Pyrex KSF 00001 01
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GRAPHITE CONDUCTIVITY PROBES
PTFE body, conductivity probes with graphite electrodes. The probe constant is K = 0,6 cm, corresponds 
to 0÷100 mS measure range.  All probes can be supplied completed with Pt100 temperature integrated 
sensor (other upon request) for the measure compensation.  These probes are suitable for all normal 
industrial and laboratory applications. They can be installed on submersible probe holder, electrode hol-
der and on some inline probe holders.  PTFE body, 12 mm diameter, 120 mm length, graphite measure 
electrodes, working temperature range -5÷100°C, with 5m cable.

with temperature sensor
ASO C4111 00

CONDUCTIVITY PROBE
Conductivity cell 1/2 “ with graphite electrodes, protection cap, max pressure 5 bar, integrated 
temperature probe PT100, cable length 5m - 16.4 feet, cell constant K=1 cm, measuring range 0÷40000 
μS.

Other conductivity sensors upon request

cd integrated temperature probe
ASO 00041 01

conductivity probe
ASO 00041 02

MB
Wrapped polypropylene cartridge in one single piece 
without supporting core. External diameter 65 mm. 
Progressive fiber density with controlled porosity, nominal 
filtration degrees.

9”3/4 (1μm) LMB 00100 09
9”3/4 (10μm) LMB 01000 09
9”3/4 (25μm) LMB 02500 09
9”3/4 (50μm) LMB 05000 09
20”(1μm) LMB 00100 20
20”(10μm) LMB 01000 20
20”(25μm) LMB 02500 20
20”(50μm) LMB 05000 20

5”(1μm) LMB 00100 05
5”(10μm) LMB 01000 05
5”(25μm) LMB 02500 05
5”(50μm) LMB 05000 05
7”(1μm) LMB 00100 07
7”(10μm) LMB 01000 07
7”(25μm) LMB 02500 07
7”(50μm) LMB 05000 07

MIDI 3
Specific container for industrial use. Performing three-piece headboard with brass inserts and nut made ​​
of polypropylene. SUN transparent vase. Version three-way horizontal / vertical with cap. Maximum 
temperature 30 ° C - Maximum pressure 8 bar.

MIDI 3
TM3 00012 M5

3PAT-I
Specific container for industrial use. Performing three-piece headboard with brass inserts and nut made ​​
of polypropylene. SUN transparent vase. Version three-way horizontal / vertical with cap. Maximum 
temperature 30 ° C - Maximum pressure 8 bar. On demand, specific versions with different materials, 
such as polyamide, brass and stainless steel.

3PAT-I
5”(3/4”) TIT 00034 05
5”(1”) TIT 00100 05
9”3/4 (3/4”) TIT 00034 09
9”3/4 (1”) TIT 00100 09

RL
Washable polyester net filter cartridge. Internal diameter 27.5 mm - external diameter 60mm. Maximum 
operating temperature 60°C. On request other types of washable cartridges  in different materials.

RL
5”(60μm) LRL 06000 05
5”(150μm) LRL 15000 05
7”(60μm) LRL 06000 07
7”(150μm) LRL 15000 07
9”3/4 (60μm) LRL 06000 09
9”3/4 (150μm) LRL 15000 09
20” (60μm) LRL 06000 20
20” (150μm) LRL 15000 20
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FA
String wound polypropylene cartridge (FDA and CEE approved), internal 
diameter 28 mm - external diameter 61 mm, maximum warking temperature 
60°C.

LFA
9”3/4 (25μm) LFA 02500 09
9”3/4 (50μm) LFA 05000 09
20”(1μm) LFA 00100 20
20”(5μm) LFA 00500 20
20”(10μm) LFA 01000 20
20”(25μm) LFA 02500 20
20”(50μm) LFA 05000 20
5”Mini (1μm) LFA 00100 M5
5”Mini(5μm) LFA 00500 M5
5”Mini(10μm) LFA 01000 M5
5”Mini(25μm) LFA 02500 M5
5”Mini(50μm) LFA 05000 M5

LFA
5”(1μm) LFA 00100 05
5”(5μm) LFA 00500 05
5”(10μm) LFA 01000 05
5”(25μm) LFA 02500 05
5”(50μm) LFA 05000 05
7”(1μm) LFA 00100 07
7”(5μm) LFA 00500 07
7”(10μm) LFA 01000 07
7”(25μm) LFA 02500 07
7”(50μm) LFA 05000 07
9”3/4 (1μm) LFA 00100 09
9”3/4 (5μm) LFA 00500 09
9”3/4 (10μm) LFA 01000 09

TUBE
Delivery and suction tubes 4x6 - 6x8 - 10x14.

PE delivery tube

4x6   -   PE delivery tube
25 mt 2003 021
100 mt ATU 00083 01
6x8   -   PE delivery tube
25 mt ATU 00006 03
100 mt ATU 00006 04
10x14   -   PE delivery tube
10 mt DTU 00001 02
50 mt DTU 00001 03

PVC suction tube

4x6   -   PVC suction tube
25 mt DUT 00000 06
100 mt ATU 00082 01
6x8   -   PVC suction tube
25 mt ATU 00042 02
100 mt ATU 00042 01
10x14   -   PVC suction tube 
10 mt DTU 00022 02
50 mt DTU 00022 03

PVDF  -  KYNAR FLEX 2800

4x6 KYNAR FLEX 2800
10 mt DTU 00103 01
25 mt DTU 00103 02
100 mt DTU 00003 02
6x8 KYNAR FLEX 2800 
10 mt DTU 00109 01
25 mt DTU 00109 02
100 mt DTU 00009 01

FILTERS ACCESSORIES
Polypropylene wrenches and support brackets. 3PAT / 2PAT

Wrench ATA 00002 01
Support bracket ATA 00005 01

MIDI
Wrench ATA 00001 01
Support bracket ATA 00004 04

COMPLETE FILTERS
3PAT-I complete filter with brass inserts, washable polyester net cartridge, 
PP mounting bracket, stainless steel screws (16 mm) and washers.

5”
RL 60 μm 1/2” KFT 00004 01
RL 150 μm 1/2” KFT 00004 02
RL 60 μm 3/4” KFT 00004 11
RL 150 μm 3/4” KFT 00004 12
RL 60 μm 1” KFT 00004 21
RL 150 μm 1” KFT 00004 22

9” 3/4
RL 60 μm 1/2” KFT 00005 01
RL 150 μm 1/2” KFT 00005 02
RL 60 μm 3/4” KFT 00005 11
RL 150 μm 3/4” KFT 00005 12
RL 60 μm 1” KFT 00005 21
RL 150 μm 1” KFT 00005 22
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