MIXERS

AGY SERIES

Swift mixers with rigid coupling by motors 4-6-8 poles equipped with a support Radial bearing and seal ring. These mixers are particularly suitable
for mixing or dissolution of products with low viscosity in little - medium tanks. Maximum rating of KW 5 white single or double staffing boxes.
3-ph motors. Materials SS 304L (standard).

motor power Shaft Length Rotor diameter

0.18 kW 600 mm 100 mm
0.25 kW 600 mm 110 mm
0.37 kW 800 mm 120 mm
0.55 kW 900 mm 140 mm
0.75 kW 1000 mm 150 mm

1.1 kW 1250 mm 160 mm

1.5 kW 1500 mm 170 mm

AGR-Y SERIES

Slow mixers specific for flocculant/neutralizer or for flocculant solution preparation. The shaft of the mixer is directly key coupled with the hollow
of the Worm gear box, supplied with shaft and impeller 4 blades 45°. 3- ph motors, upon request 1-ph motors for power supply lower then 0,37 kW.
Materials SS 304L (standard).

motor power Shaft Length Rotor diameter RPM
0.18 kW 700 mm 200 mm 140
0.25 kW 800 mm 300 mm 90
0.37 kW 1000 mm 350 mm 90
0.55 kW 1000 mm 400 mm 90
0.75 kW 1200 mm 500 mm 90
1.1 kW 1500 mm 550 mm 90
1.5 kW 1500 mm 700 mm 70

AF SERIES

Motor driven high speed mixers for small tanks (200 It) capacity, with shaft bearings sealed by a “V” ring to protect from external vapours. Motor
4 pole, 1400 rpm. Mixer support flange made of PP mounted directly on the tank. Shaft and impeller in stainless steel 316L or PP covering a steel
core. Impeller flow cone type.

motor power Shaft Length power supply
PP - AF 1-6-4 0.18 kW 600 mm 230/400 V - 50 Hz 3 Phase AGT 1241003
PP - AF 1-6-4 0.18 kW 600 mm 230V - 50 Hz 1 Phase AGT 12420 03
PP- AF 1-7-4 0.18 kW 700 mm 230/400 V - 50 Hz 3 Phase AGT 1241303
PP - AF1-7-4 0.18 kW 700 mm 230V - 50 Hz 1 Phase AGT 12423 03
PP - AF 1-8-4 0.18 kW 800 mm 230/400 V - 50 Hz 3 Phase AGT 1241103
PP - AF 1-8-4 0.18 kW 800 mm 230V - 50 Hz 1 Phase AGT 12421 03
PP - AF 1-10-4 0.18 kW 1000 mm 230/400 V - 50 Hz 3 Phase AGT 12414 03
PP - AF 1-10-4 0.18 kW 1000 mm 230V - 50 Hz 1 Phase AGT 12424 03

motor power Shaft Length power supply
SS316L - AF 1-6-4 0.18 kW 600 mm 230/400 V - 50 Hz 3 Phase AGT 12410 01
SS316L - AF 1-6-4 0.18 kW 600 mm 230 V - 50 Hz 1 Phase AGT 12420 01
SS316L - AF1-8-4 0.18 kW 800 mm 230/400 V - 50 Hz 3 Phase AGT 12411 01
SS316L - AF 1-8-4 0.18 kW 800 mm 230 V - 50 Hz 1 Phase AGT 12421 01
SS316L - AF1-10-4 0.18 kW 1000 mm 230/400 V - 50 Hz 3 Phase AGT 12414 01
SS316L - AF1-10-4 0.18 kW 1000 mm 230 V - 50 Hz 1 Phase AGT 12424 01

MANUAL MIXER

type Shaft Length
PVC 400 - 600 - 800 - 1000 mm AGT M0051 01
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