
*PKX default part

PP MANUAL AIR BLEED 
PUMP HEAD 1-15 l/h

PVC 20 BAR 20L PP

Standard manual air bleed PP 
pump head. Connections for tube 
4x6.

Std pump head (PVC), 20 BAR 
for DLX(B)-BT 2 ÷ 5 l/h. Con-
nections for tube 4x6.

Std pump head (PP), 20 liters for 
DLX(B)-BT 20 L/H – 3 BAR and 
5 BAR.  Connections for tube 4x6.

Lip valves

*FPM (Viton®) SCP 00030 02

EPDM (Dutral®) SCP 00030 06

Lip valves

FPM (Viton®) 208 3079

EPDM (Dutral®) 208 3085

*without manual air bleed

Lip valves

*FPM (Viton®) 208 3148

*EPDM (Dutral®) 208 3150

Ceramic ball valves

FPM (Viton®) 208 3160

EPDM (Dutral®) 208 3262

*without manual air bleed

PVC 30L - 50L - 80L PVDF MANUAL AIR 
BLEED  PUMP HEAD 
1-15 l/h

PVDF AUTOMATIC AIR 
BLEED  PUMP HEAD 
5-15 l/h

Pump head without manual air 
bleed. Connections for tube 10x14.

Manual air bleed PVDF pump 
head. UP TO 15 BAR

This design pump head enables the 
automatic bleed off of gas generated 
by gaseous liquids - 5÷15 l/h. 

Lip valves

*FPM (Viton®) SCP 00003 52

EPDM (Dutral®) SCP 00003 56

Ceramic ball valves

**FPM (Viton®) SCP 00003 68

EPDM (Dutral®) SCP 00003 66

*Standard for 30L pumps
** Standard for 50-80L pumps

Ceramic ball valves

*FPM (Viton®) SCP 80068 51

TFE/P SCP 80068 71

EPDM (Dutral®) SCP 80068 61

Max Pressure - 15 bar
*Default

Ceramic ball valves PVDF

FPM (Viton®) SCP 80169 51

TFE/P SCP 80169 71

EPDM (Dutral®) SCP 80169 61

Ceramic ball valves PVDF and 
diaphragms

FPM (Viton®) KCP 80169 51

TFE/P KCP 80169 71

EPDM (Dutral®) KCP 80169 61

Max Pressure - 12 bar

*Default

Prices apply for spare parts only

PLEXIGLAS® PVDF MANUAL AIR 
BLEED  PUMP HEAD 
EONE/ETWIN

PVDF MANUAL AIR 
BLEED  PUMP HEAD 
EONEPlexiglas®pump head for high 

viscous chemicals, supplied 
with Stainless Steel ball valves.  
Connections for tube 10x14 e 1” 
GM.

Std pump head eOne and eTwin, 
1÷15 l/h. Connections for tube 4x6 
and 6x8.

Std pump head eOne 20-30 l/h. 
Connections for tube 4x6 and 6x8. 

Steel ball valves

2÷15 l/h (10x14) SCP 00022 04

20 l/h (10x14) SCP 00023 04

30-50-80 l/h 
(1” GM)

SCP 00024 04

Upon request: Ball check valves in Ceramic.

Ceramic ball valves

1÷15 l/h TFE/P SCP 81054 71

1÷15 l/h FPM SCP 81054 51

1÷15 l/h EPDM SCP 81054 61

Kit 10 pieces
1÷15 l/h  TFE/P KCP 81054 71

Ceramic ball valves

*20-30 l/h TFE/P SCP 80068 71

20-30 l/h FPM SCP 80068 51

20-30 l/h EPDM SCP 80068 61

1-15 l/h PVDF AUTOMATIC AIR BLEED  
PUMP HEAD EONE/ETWIN
Pump housing with automatic bleeding. The application 
of this type of head involves a reduction in the scope of 
the apparatus in the range between 10 ÷ 20%, compared 
to the configuration with the pump body manual purge. 
Connections for tube 4x6 and 6x8.

Ceramic ball valves

TFE/P SCP 80154 71

FPM SCP 80154 51

EPDM SCP 80154 61
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