SAFEGATE

The Safegate is a barrier system designed
to be used around manhole repairs, cable
laying and other temporary excavations.

Features

* Safegate barrier system comprises a set of high-visibility,
hinged gates - individual barrier weighs only 2kg.

* Compliant with Chapter 8 Streetworks.

® Can also be used to protect any area requiring
temporary restriction of access, such as wet floors
or cleaning work in progress.

* Modular design means the barrier can be
configured in a number of different ways.

* Hinged clips enable fast, simple assembly in 3-way
or 4-way configurations.

* Integral locking clamp to aid stability when the
barriers are deployed in a straight line.

* Lightweight barrier - folds for easy transportation
and storage.

* Made from HDPE.

* Designed and manufactured in UK.
* 100% recyclable.
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Barriers should be stable under adverse weather

conditions and be or appear to be substantial
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high. Temporary pedestrian routes should never
be less than 1m wide, and wherever possible
should be at least 1.5m wide.

Safegate 4-Way

Lightweight barrier - folds for 20 per pallet

easy transportation and storage.
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Alternatively when the site is continuously manned and covers are to be
temporarily removed from underground access chambers, manholes, etc.
pedestrians may be protected by barriers of sufficient size to enclose both

the chamber opening and its cover. In this case the hand rail must be fixed at
a minimum height of 0.95m (Work at Height Regulations 2005). The barrier
should be continuous between supports and fixed so that it cannot be
accidentally dislodged.




